
Startup / Shutdown / Malfunction Report Form 

WAS11~ MAI~AGEMEi’~T 

Site Name: Cottonwood Hills Recyclinq and Disposat Facility 

ction 1 -All Events ......... 
Mi!!~a~ Time 

DateFFime End 

Event Code 
(see back of 

.... form) 

Duration (hours) Yes 

SOP* Followed? 

No** Type of Event Date/Time Start 

~Startup 

~,-Sllutdown ~ ~,-’/---I 

[] Mai~unction ........ 

[] Non-malfunction 

Date Form Filled Out.’~ Signature: 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 

**t:f SOP in SSM Plan was not followed, notify site engineer immediately. 

Section 2 - Malfunction Events Only 

Step Corrective Action Procedures for All Malfunctions 

Determine if the"malfunction causir~g-an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfiit gas control equipment. 
/f condff.iQ.ns are unsafe, no.~fy your supervisor and. follow steps undet~,No. 
Determine if landfill gas being released to the air (can you smell landfill gas, or 
measuretdetect uncombusted gas flow?). 
ff /andfi// g.as is being re/eased;...f~o//ow steps under No. 3. 
tf unsafe operating condition exists, or landfill gas is’b~ing released t~o i~e air, 

stop (if possible) landfill gas flow by one or more of the following: 
a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 

3. c. Apply other device (i.e,, duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (~escribe): 

’"Determine if other personneflresource (qualified technician, electrician, 
4. consultant or other) are needed for malfunction diagnosis. 

.. ~lf other personnel or resources are not needed~ go to No, 6.      . .... 
Contact qualified resource: 

5. a. Record contact name, date and time: 
b. Cont.a.�~ site representative with information recorded !n No. 5.a. 

6. Start malfunction diagnosis. 
De’~ermine if other resources are needed to fiX~the malfunction (qualified . 

7. technician, electrician, contractor, on-site resources, m.anufacturer’s 
representative, or other), 
If other resources are not needed, go to No. 9, 

8. 
Contact qualified resource: 

a. Record contact name, date and time: 
9. Fix the malfunction. 

~’--01 
Once the malfunction is fixed, restart the system per SOP if it had been shut 
do~..n, and record startup tim. e..s....and dates on this form. 

~. Record date that malfunction occurred, date that malfunction was repaired, 
and to.t#.Ltime that system was out £[service in boxes in Section t of this form, 

12. Sign this form, copy it, and place it in the Startup Shutdown, Ma..Ifunction file. 
If the procedures listed above were not followed, contact the site engineer 

13. immediatefv, 

Procedure completed 

Check one .#f the following for each step: 

Procedure Not Applicable 
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Startup i Shutdown / Malfunction Report Form 

WASTE MANAGEMENT 

Site Name: Cottonwood Hills Recycling and Disposal Facility 

c~0n 1 -A!l Events 

Date~ime Star~ 

Milit..~ry Time 

Date/Time End Duration (hours) 

Event Code 
(see back of 

...... form) ........ 

/T 

Yes 

SOP* Followed? 

No** 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 

*’If SOP in SSM Plan was not followed, notify site engineer immediately. 

Section 2 - Malfunction Events Only ....... 

Step Corrective Action Procedures for All Malfunctions 

12. 

13. 

O~termine if the m~ifunction causing an unsafe operatingcondition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 
If conditions are unsafe, no~!fy your supervisor and.follow steps u.n.der No. 3. 
Determine if~landfiil gas being re~eased to the air (can you smetl landfill gas, or 
measuretdetect uncombusted gas flow?). 
ff landfill gas is being released, :follow steps under N..~. 3. 
I~ unsafe op~’~ating condition exists, or landfill gas is being released to the air, 
stop (if possible) landfiB gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 
c. App{y other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): ..... 

Deter:mine if other personnel/resource (qualified technician, electrician, 
consultant or other) are needed for malfunction diagnosis. 
If other personnel or resources are not needed, go to No. 6. .... 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact..§ite representative with information reco~’~ in No. 5.a. 

StariLmalfunction diagnosis~ ~ 
Determine if other resources are needed to fix {h:e malfunction (quaii~ed ¯ 
technician, electrician, contractor, on-site resources, manufacture#s 
representative, or other). 
tf other resources are not needed, go to No. 9. ~ ............ 
Contact qualified resource: 

a. Record contact name, date and time: ................ 
Fix t’~e malfunction. 
Once the malfuncti~)n is fixed, restart the system per SOP if it h~~J been shut 
down, and record startup times and dates on this form. 
Record: da~e that malfunction occurred, date that malfunction was repaired, 
and total time that system was o.u.t., o.f..s.ervice in boxes,..!..n...Section 1 of this form. 
Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file. 
if the procedures listed above were not followed, contact the site engineer 
immediatefv.. ....... . ............ 

Procedure completed 

Checkone of the following for eact~ step: 

Procedure Not Applicable 
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/~/,,~-~ P , 

Startup / Shutdown / Malfunction Report Form 

Site Name: Cottonwood Hills Rec¥ctin~ and Disposal Facility. 

ction 1 -All Events .. 

Type of Event Date/Time Start 

 - hutdown ..... 
[] Malfunction 

~] =~on-malfu~tion 

Milit.~ry Time 

Date/Time End 

Date Form Fiffed Out: 

Event Code 

Duration (hours) (see back of Yes 

form) ~ 

Complete Section 2 Below 

SOP* Followed? 

No** 

*Standard Opera,rig Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Plan was not followed, notify site engineer immediately. 

.Section 2 - .M.alfunction Even~ Only ............. 

Step Corrective Action Procedures for All Malfunctions 

Determine if the malfunction causing an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm peopte, the environment or the landfill gas contro~ equipment. 
/f conditions am unsafe, notify your supervisor and fo.//ow steps unde..r No. 3. 
Determine if landfill gas being re}eased to the air (can you smell landfill gas, or 

2. measure/detect uncombusted gas flow?). 
tf fandfill gas is being released~ f~!!p.w steps under No. 3, 
"If unsafe operaiing condition exists, or landfill gas is t~ing released to’the air, 
stop (i.f possible) landflit gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 

3. c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e, Turn off main power disconnect switch to blower 
f. Other (Describe): .. 

.... Determine if other personneltresource (qualified t~hnician, elect~i~an, 

4. consultant or other) are needed for malfunction diagnosis. 
If other personnel or res.o.u. .rces are not needed,~ g~ to No. 6.      ... 
Contact qualified resource: 

5. a. Record contact name, date and time: 
b. Contact site representative with information recorded in No. 

...... 61 Start’~lfunction diagnosis.: .............. 
~: Determin~if other resources are needed to fix the malfunction (qualified . 

7, 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
lf other resources are not ..n..e..eded, go to No. 9.. ..................... 

8. 
Contact qualified resource: 

a. Record c~..n.[a£~t..name, date and time: 
9. Fix the malfunction, 

Once the malfunction i’~ fixed, restart the sys~mper SOP if it had’ [~een shut 
0. 

down, and record startup times and dates on this form. 

~I 
Record date that malfunction oc~’urred, date that malfunction was repaired, 

’ and total time that system was qut...£t...s.ervice in boxes in ~o~e..ction 1 of this.form. 
12’ Sign this form, copy it, and place it in the Startup Shutdown, Ma.!~r)ction file. 

If the procedures listed above were not foflowed, contact the site engineer 
13. immediately. 

Check one of the following for eacl~ step: 

Procedure completed Procedure Not Applicable 
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Startup / Shutdown / Malfunction Report Form 

WASTE MANAGEMENT 

Site Name: ~ottonwood Hills Recvciinq and Disposal Facility 

Type of Event 

[] Shutdown 

c~tion I -All Events 
ii!.!tary Tim~ .............. = I 

Date/Time Start Date/Time End ! Duration (hours) 
I 

....... 
~ Malfunction     ~’I~"LI U)¢. ~    ~ ..... ~ : 

~ Non-malfunction 

..... 
Date Fo~ Filled Out: 

Event Code 
(see back of 

form) ..... 

Signature: 

SOP* Followed? 

Yes No** 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
*’if SOP in SSM Plan was not followed, notify site engineer immediately. 

S.ection 2 -Malfunction Events Only 

Step 

12. 

13. 

Corrective Action Procedures for All Malfunctions 

Determine if thg~alfunction causir~g an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 
If condffions are unsafe, notify },our supervisor:and foflow steps under No. 3. 

"Determinei~’iandfitl gas being released to the air (can you smell landfill gas, or 
measure/detect uncombusted gas flow?.). 
If landfill gas is being released,: foltow steps un..de.[.No. 3. 

"If unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possibte) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 
c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): ..... 

Determine if other peach’net/resource (q’iJalified technician, et’~rician, 
consultant or other) are needed for malfunction diagnosis. 
If other personnel or re.s..o.urces are not n. .e.eded, go to No. 6. ~ .......... 
Contact qualified resource: 

a. Record contact name, date and time: 
b, Contact..S.,i.te representative with information recQ..[..d.ed in No. 5.a. 

Start malfunction diagnosis. 
Determine if other resources are needed to fix the malfunction (qualified 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
If other resources are not needed, go to No~: 9. . ............... 
Contact qualified resource: 

a. Record contact name, date and time: 
Fix t~e malfunction. 
on’~e the matfuncti’~is fixed, restart"t’i~e system per SOP if it’ l~ad been sh~ 
down, and record startup times and dates on this form. 
Record date that malfunction ~-curred, date that’ m,~Jf~~ction was repaired, 
and total time that system was out of service in boxes in Section 1 of this form. 
Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file. ~ 
If the procedures listed above were not followed, contact the site engineer 
immediately.. .... . ...... 

Procedure completed 

Check one of the f~llo~wng tor eact~ step; 

Procedure Not Applicable 
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Startup / Shutdown / Malfunction Report Form 

WASTE MANAGEMENT 

Site Name: ~ttonwood Hill.s...Recyclina and Disposal Facili.tv 

ction 1 - All Events 

Type of Event Date/Time Start 

[] Non-malfunction 

Milit,~:ry’Time ~1 

Date Form Filled Out: 

Comments: 

Date/Time End Duration (hours) 

/ 
?’t~ ~/+ ........... 

Event Code 
(see back of 

form) ...... 

Signature: 

Yes 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Star/ups (Manual & Automatic) and Shutdowns are provided in SSM Plan 

*"if SOP in SSM Ptan was not followed, notify site engineer immediately. 

SOP* Followed? 

NO** 

Section 2 - Matfunction Event§ Only ....... 

Step Corrective Action Procedures for Ail Malfunctions 

Determine if the malfL~nction causin~"an unsafe operatin’g condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 
tf conditions..are unsafe, notify your supervisor an...d follow steps u.n.de..r No. 3. 

Determine if landfill gas being released to the air (can you smell landfill gas, or 

2. measureldetect uncombusted gas flow?). 
If landfill gas j.s being released, follow steps under No. 
"if unsafe operating condition exists, or landfill gas i~ being released {6’{he air, 
stop (if possible) tandfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 

3. c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (De~cribe): 

.... Determine if other personnel/resource (qualified technician, electrician, 
4. consultant or other) are needed for malfunction diagnosis. 

If other personnet or re.~.o..~mes are not nee. ~.ed, go to No. 6. 
Contact qualified resource: 

5. a. Record contact name, date and time: 
b. Contact s te representative wi~h information recerde~ in No. 5.a. 

Start malfunction diagnosis. ...... 
Determine if other resources are needed to fix the malfunction (qualified 

7. 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
If other resources are not needed, go ~o No. 9.                . ............ 

8. Contact quafified resource: 
a. Record contact name, date and:time: 

Fi~ ’~he malfunction .... ......... 
0’~ce the malfunction"is fixed, restart the system per SOP if it had been shut 

O. down, and record startup times and dates on this form. 
Record date that malfunction occurred, date that malfunction was repaired, 
and total time that system was out of service in boxes ~!~Section t of this form. 

121 Sign this form, copy it, and place it in the Star/up Shutdown, Malfunction file.. ...... 

13. 
If the procedures listed above were not followed, contact the site engineer 
immediateJv. = :~ 

Chec.,k one of the follo~g tot eac~ step: 

Procedure completed Procedure Not Applicable 
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Startup / Shutdown / Malfunction Report Form 

WAST[ MANAGEMEP~T 

Site Name: Cottonwood Hills Recyclinq and Disposal Facility 

Type of Event 

[] Shu’{down ........ 

~alfunc~i~n 

ction 1 - A,!,!,,Events ....... 

Date/Time Start Duration (hours) 

Event Code 
(see back of 

form) 

Yes No** 

Complete Section 2 Below 

Sienature: /~?    ~"~        ~ 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**if SOP in SSM Plan was not followed, notify site engineer immediately. 

Sec.tion 2 -Malfunction Events Only 

Step 

2. 

3. 

4. 

5, 

7. 

8. 

9. 

0. 

Corrective Action Procedures for All Malfunctions Procedure completed 

Dete~:~ine if the malfunction causing a~ unsafe operating C~dition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 
If conditions are unsafe, notify your supervisor and follow steps under No. 
Determine if far~il gas being released to the air (can you smell landfill gas, or 
measuretdetect uncombusted gas flow?). 
If landfill gas is being released, follow steps under No. ....3. 
If L~nsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 
c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): 

Determin~ if other personnel/resource (qualified i’echnician, electrician, 
consultant or other) are needed for malfunction diagnosis. 
If other~rsonnel or resource...S are not needed, go to No. 6. 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site rep~resentative with information record.e.d.....!n No. 5.a. 

Start malfunction diagnosis. 
Determine if other resources are needed to fix the malfunction (qualified . 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
tf othe.(.~ources are not needed, go to No. 9 ............ 
Contact qualified resource: 

a. Record contac!~0:ame, date and .t!ye.e: ........ 
Fix the malfunction. 
Onc~ the malfunction i~ {ixed, restart the system per SOP if it had been shut 
down, and record startup times and dates on this form.,. ........... 
Record date that malfunction occurred, date that malfunction was repaired, 
and total time that system was out o.f.~ervice in boxes in Section 1 of this form. 
S~gn this form, copy itl and place it in the....S..t.~rtup Shutdown M.~!.~nction file. 
If the procedures listed above were not followed, contact the site engineer 13. immediately. 

Che~k one of the folfow~n~ g tor each step: 

Procedure Not Applicable 
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Startup / Shutdown / Malfunction Report Form 

WASTE MANAGEMENT 

Site Name: Cottonwood Hills Recvc n_q and Disposal Facility 

.ction 1 -All Events 

Type of Event 

[~Startup 

[] Shutdown 

[~lVla’i’function 

[] Non-m~lfunction 

Duration (hours) 

Date Form Filled Out: 

Event Code 
(see back of 

form,), 

Signature: 

Yes 

SOP* Followed’.,’ 

No** 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Plan was not followed, notify site engineer immediately. 

¯ Section 2- Malfunction ,Events Only ....... 

Step Corrective Action Procedures for All Malfunctions 

~)etermine if the" malfunction causing an unsafe operating condition ’(,~ir 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 
tf conditions are unsafe, no~i~! your supervisor and follow step.~ under No. 3.... 

-- Determine"if landfill gas being released to the air (can you smell landfill gas, or 

2. measure/detect uncombusted gas flow?). 
If landfitl gas, is being releas.e.d, follow steps under No. 3. 

.... If unsafe operating condition exists, or landfill 9~ is being refeas~l to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 

3. co Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): ..... 

Determine if other p~rsonneltres~urce (q~alified te~hnicianl ~iectrician, 

4. consultant or other) are needed for malfunction diagnosis. 
If otherpersonnel or res,ources are not n.~.eded, go to No. 6. 
Contact qualified resource: 

5. a. Record contact name, date and time: 
b. Conta~,~site representative with information re~c~.,rded in No. 5.a. 

6. Start malfunction diagn0s!S ....... 

.... Determine if other resources are needed t0":~’~ the matfuncti0~i~uaiified 

7. 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
I~other resources are, .n...pt needed, go to No. g. 
Contact quatffied resource: 

8. a. Record contact name, date and time: 
Fi~ ~e malfunction. 
Once the malfunction is fixed, restart th~ system per S(~F;"i~ii~had been sh~’~ 

0. 
down, and record startup times and dates on thiS..f.0.r.m. 

1. 
Record dat~ that malfunction occurred, date that malfunction was repaired, 
and total time,hat system was out~ ot’ service in boxes in Section t of this form. 

12. Sign this form.,. ~cg.py it, and place it in the Startu~ ShL~t~Jown, Malfunction f!!e. ;. 
........ If the procedures listed above were not followed, contact the site engineer 

13. 
immediately. 

Check one of the following tor.,e.acn st, e,,p: 

Procedure completed Procedure Not Applicable 
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Startup / Shutdown / Malfunction Report Form 

Site Name: Cottonwood Hi s Recyclin_q and Disposal Facility 

~tion 1 - All Events 

Type of Event 

[~Startup 

[~]~S h utdown 

[] Malfunction 

[] Non-malfunction 

Date Form Filled Out: 

Comments: ~(2~. ~4,~ 

..... Military Time 

Date/Time Start 

6; 

Date/Time End Duration (hours) 
Event Code 
(see back of 

form) 

Signature: 

Yes 

SOP* Followed? 

No*~ 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Plan was not followed, notify site engineer immediately. 
Se,.ction 2 -Malfunction Event,s.,,.Only 

Step Corrective Action Procedures for All Malfunctions 

Determine if the malfunction causing an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which rmey 

[] 
harm people, the environment or the landfill gas control equipment.. 
If conditions are unsafe, notify your supervisor and follow steps under No. 3. 

Determine if landfilt gas being released to the air (can you sme~ll landfill gas, or 
2. measure/detect uncombusted gas flow?). [] 

If landfill gas is being~.~efeased, follow steps under No. "3. . ........... 
If unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 

3. 
b. Place a temporary cap on piping 

[] 
c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): 

Determine if ether personnel/resoum~(qualified technician, electrician, 
4. consultant or other) are needed for malfunction diagnosis. [] 

If other personnel or resources are not needed, go to No. :~.:~ ~ ,+ 
Contact qualified resource: 

5. a. Record contact name, date and time: [] 
b. Co£tact site representative with information recorded in No. 5.a. 

6. Start malfunction diagnosis. [] 
Determine if other resources are needed to fix the malfunction (qualified 

7. 
technician, electrician, contractor, on-site resources, manufacturer’s 

[] 
representative, or other). 
If other resources are not needed, go to No. 9. 

8. 
Contact qualified resource: 

[] 
a. Record contact name, date and time: 

9. Fix the malfunction; ............ ................. 

10. 
Once the malfunction fs fixed, restart the system per SOP if it had been shut 

[] 
down, and record startup times and dates on this form. 
Record date that malfunction occurred, date that malfunction was repaired, 

’ ~nd total time that system was out of service in bo~#s in Section 1 of this form. 
12. Sign this form copy it, and place it in the Star[up Shutdown, Malfunction file. 

If the procedures tisted above were not followed, contact the site engineer 
13. 

immediately. 

Check one .of the folfowiG~ for each step: 

Procedure completed Procedure Not Applicable 

Page 1 of 3 
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Startup / Shutdown / Malfunction Report Form 

WASTE MANAGEMENT 

Site Name: Cottonwood Hills Recycling and Disposal Facility 

£tion 1 ..-..All Events 

Type of Event 

I~]"Startup 

::~hutdowr~ .... 

I~mMali~nction ~;3 

Non-m~tf[Jnction 

Milj~ary Time ..... 
t 

Date/Time Start I Date/Time End Duration (hours) 

Date Form Filled Out: 

Event Code 
(see back of 

form) ....... 

SOP* Followed? 

No** 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 

**If SOP in SSM Plan was not followed, notify site engineer immediately, 

Section 2 - Malfunction Events Only 
Cheok one of the fol/owin{] tor each step..:. 

Step Corrective Action Procedures for All Malfunctions Pro6edure completed Procedure Not Applicable 

Determine if the mai:~nction causing an unsafe operati’~g condition (ai~ .... 
entering landfill or piping, smoking, vibration, or other problem), which may ~ [] 

:’ harm people, the environment or the landfill gas control equipment. 
If condition~, are unsafe, notify your supervisor an~ follow steps .u.nder No+ 3. . ............ 

’Determine if landfill gas being released to the air (can you smell landfill gas, or 

2. measure/detect uncombusted gas flow?.). ~ [] 

tf landfill gas is being released, .fo.ltow steps under ..... No. 3 ................ : 
if unsafe ope~ting condition exists, or landfill gas is being released to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 

3. c. Apply other device (i.e,, duct tape) 
d. Shut down bfower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): ........ ¯ 

~ 
Dete~ine if other personnellres0urce (qualifi~ technician, electrician, 

4. consultant or other) are needed for malfunction diagnosis. [~ [] 

If o(ber personnel or, res.. ources are not needed, go to No. 6. . ....... . ............ 
Contact qualified resource: 

5.          a. Record contact name, date and time:                                [] 
b. Contact~)te representative with information recorded in No. 5,a ............ 

: 6. Star~’,m..alfunction diagnosi§=::: .................. 
: .... E~ 

..... Determine if other resources are needed to fix the malfunction (qualified . 

7L 
technician, electrician, contractor, on-site resources, manufacture¢s [~ [] 
representative, or other). 
tf other resources are no..t ~.eeded, go to No. g.                . .................................... 

8. 
Contact qualified resource: [] 

a. Record contact name, date and time: 
~ 9- Fix il~e malfunctionr ......... ’ ................. , ’"[~ 

Once the malfunction is fixed, restart the system per SOP if it I~d been shut ’" [~_ [] 
O. 

down, and record stadup times and dates on this fo..r.m...= ..... .............. 

’i. 
Record date that malfunction occurred, date that malfunction was repa’i’~:ed, ~ [] 

and total time=fl~at system was q .u..t.0.(,service in boxes in Section 1 of this form ............... 
-- 12, Sign this form, copy !t, and place i.t in the Startup Shutd0~’n, Malfunction file. 

If the procedures listed above were not followed, contact the site engineer [] 
13. immediately.. ........... . ..... .... 
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WASTt~ I~AI~I~;EMENT 

Startup / Shutdown / Malfunction Report Form 

Site Name: Cottonwood Hills Recyctina and Disposal Facility 

:tion 1 -All Events 

Type of Event 

[] Startup 
/~/..I! 

=D :~hutd0wn 

I~-’~lfunction 

[] Non-malfunction 

Date Form Fil~ed Out: /’2~" /" // 

Milit.a.ry Tim~~ 

Date/Time End Duration (hours) Date/Time Start 

Event Code 
(see back of 

form) 

SOP* Followed? 

Yes No** 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**tf SOP in SSM Plan was not followed, notify site engineer immediately. 

Section 2 - Malfunction Events Only ............ 

Step 

13. 

Corrective Action Procedures for All Malfunctions 

Det~~:~ine if the malfunctio’n causing an unsafe opera;ring condition (air’ 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 
/f tonal#ions are uns_.afe, notify your supervisor and fo/fow steps u.nd~. .r No. 3. 
D~ermine if landfill gas being released to the air (can you smell landfill gas, or 
measuretdetect uncombusted gas flow?). 
/f /andfi# gas is bein~ m/eased, fo//ow steps u~der No. 3. 
If unsafe operating condition exists, or tandfill gas is being released to the air, 
stop (if possible) iandfii], gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Ptace a temporary cap on piping 
c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): ...... 

Determine if other personnettresource (q~i~ed technician, elect~i’~anl 
consultant or other) are needed for malfunction diagnosis. 
If other personn..e..I, or resources are not needed, go to No. 6.      . ...... 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site representative with information recorded in No. 5.a. 

Start malfunction diagnosis. 
Determine if other resources are needed to fix the malfunction (qualifie~l 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
If other resources are not needed, go to No. 9 .............. 
Contact qualified resource: 

a. Record contact name, date and time: 
Fix the malfunction ...... 
Once the malfunction is fixed, restart the system per SOP if it had been shut 
down, and record startup times and dates on this form. 
Record date that malfunction occurred, date that malfunction was repaired, 
and total time that system was out of service in boxes in S.ection.......! of this form. 
Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file,       . ...... 
If the procedures listed above were not followed, contact the site engineer 
immediately.                                                     . I .......... 

Check Onto of the following for each step: 

Procedure completed Procedure Not Applicable 
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WASTE MANAGEMENT 

Startup / Shutdown / Malfunction Report Form 

Site Name: Cottonwood Hilts Recyc ng and Disposal Facility 

ction 1 -All Events 

Type of Event 

I~’~Start~Jp 

[] Shutdown 

l~P~vlalfunction 

[] Non-malfunction 

Military Time . . 

Date/Time Start Date/Time End Duration (hours) 

.f 

Event Code 
(see back of 

form) 

Yes 

SOP* Followed? 

No** 

Complete Section 2 Below 

Date Form Filled Out: P’~’f~" ~~ ~ 
" Signature: 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Plan was not followed, notify site engineer immediately. 

Section 2 -M~lfunction Events Only 

Step 

2. 

3. 

4. 

5. 

6. 

7. 

8. 

9. 

0. 

Io 

12. 

13. 

Corrective Action Procedures for All Malfunctions 

Determine if the malfunctio~ causing an unsafe operating c0n~ition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 
If conditions are unsa.fe,.notify your supervisor and fo.!!ow steps under No. 3. 
Determine if landfill gas being released to the air (can you smell landfill gas, or 
measuretdetect uncombusted gas flow?). 
If landfill gas is bein~l released, follow steps under No. 3. 
If unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 
c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): 

Determine if other personnel/resource (qualified ’t’~chnici~n, electrician, 
consultant or other) are needed for malfunction diagnosis. 
If otherpersonnel or resources .a._re not needed, go to No. 6.... 
Contact qualified resource: 

a. Record contact name, date and time: 
b. Contact site repre.sen.tative with information recorded in No. 5.a. 

,~tart malfunction diagnosis. 
Determine if other resources are needed to fix the malfunction (qualified . 
technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
If other resources are not needed, go to No. 9. 
Contact qualified resource: 

a. Record contact nam.e_,_date and time: ..... 
Fix the malfunction. 
Once the malfunction is fixed, restart the system per SOP if it had’ t~~shut 
down, and record startup times and dates on this fo~m. 
Record date that malfunction occurred, date that malfunction was repaired, 
and total t.irne’ that .Fy,stem was out of service in boxes in Section 1 of this form. 

Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file, 
If the procedures listed above were not followed, contact the site engineer 
immediately. 

Check one of the following for each step:      , 

Procedure completed P rocedure Not Applicable 
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Startup / Shutdown / Malfunction Report Form 

WASTE MANAGEMENT 

Site Name: ~Cottonwood Hi]!..s..~ecyclinq and Disposal Facility 

ction 1 -All Events 

Type of Event 

[~.4Yrartup 

[] Shutdown .... 

Military T!me 

Date/Time End Date/Time Start Duration (hours) 
Event Code 
(see back of 

form) 

SOP* Followed? 

Yes No** 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Plan was not followed, notify site engineer immediately. 

Section 2 - Malfunction Events Only 

Step Corrective Action Procedures for All Malfunctions 

12, 

t3. 

Dete~mi’~e if the malfunction ~’~sing an unsafe opera~i’ng condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the landfill gas control equipment. 
If conditions are unsafe,~notify your supervisor an, .d fo//ow steps under N.,o, . 3. 
Determine if landfill gas being released to the air (can you smell landfill gas, or 
measureldetect uncombusted gas flow?). 
/f landfill gas is being re/e,~s.ed, fol/ow steps under N,~o. 3. 
if unsafe operating condition exists, or landfill gas is being released to the air, 
stop (if possible) landfill gas flow by one or more of the following: 

a, Close nearest valve to source of emissions 
b. Place a temporary cap on piping 
c, Apply other device (i,e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. ~ Oth~e_r.,..(Describe): _ 

Determine if other personneltresource (qualified technician, electrician, 
consultant or other) are needed for malfunction diagnosis, 
If other personnel or~ources are not needed, go to No. 6.       . ....... 
Contact qualified resource: 

a. Record contact name, date and time: 
b. 

Co.nt.a.~’ site representative with information recordedin No. 5,a, 

Start malfunction diagnosis. 
Determine if other resources are needed to fix the malfunction (qualified i 

technician, electrician, contractor, on-site resources, manufacturer’s 
representative, or other). 
If other resources are n£t needed, go to Nq. 9. . ............................... 
Contact qualified resource: 

a. Record contact name, date and time: 

Fix the malfunction,~ 
Once the malfunction is fixed, restart t’h~"s~;~’en~’"l~er SOP if it had been Sh~t 
dow.n~.~ and record startup times and dates on this form. 
Record date that malfunction occurred, date that malfunction was repaired, 
and total time that system was out...o.f .§ervice in boxes in Section 1 of this form. 
Sign this form, coEY~t, and place it in the Startu£ Shutdown, Matf~ct,!,o,.n,,.file. 
If the procedures listed above were not followed, contact the site engineer 
immediateM~ 

Procedure corn plated 

Check one of the following for each step: 

Procedure Not Applicable 
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MANAGEMENT 

Startup / Shutdown I Malfunction Report Form 

Site Name: Cottonwood Hills Rec¥clin.q an.d Dispo..~s.al Facility 

ction 1 - All Events 

Type of Event 

{~T~Startup 

J~FSh utdown 

[] Maffunction 

[] Non-malfunction 

Miiitary Time= ’ .... 

Date/Time Start Date/Time End 

/2"~tYrt/ 

Duration (hours) 

Even:{ (~~de 
(see back of 

! 

SOP* Followed? 

Yes No** 

Complete Section 2 Below 

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan 
**If SOP in SSM Plan was not followed, notify site engineer immediately. 

Section 2 - Malfunction Events Only 

Step Corrective Action Procedures for All Malfunctions 

D~’termine if the malfunction causing an unsafe operating condition (air 
entering landfill or piping, smoking, vibration, or other problem), which may 
harm people, the environment or the tandfill gas control equipment. 
/.f conditions are unsafe, notify your supervisor and fo//ow steps under No. 
Determine if landfill gas being released to the air (can you smell landfill gas, or 

2. measuretdetect uncombusted gas flow?.). 
if.landfill gas is being relea_sed, follow steps under No. 3. 
If unsafe operating condition exists, or landfill gas is being released to the air1 
stop (if possible) landfill gas flow by one or more of the following: 

a. Close nearest valve to source of emissions 
b. Place a temporary cap on piping 

3. c. Apply other device (i.e., duct tape) 
d. Shut down blower 
e. Turn off main power disconnect switch to blower 
f. Other (Describe): .......... 

Determi~ if other personnellresource (q ualified ~chnician, electrician, 

4. consultant or other) are needed for malfunction diagnosis. 
/f othet~ PLLe~L Onnel or resources are not needed, ::g~O:No. 6. 
Contact qualified resource: 

5. a. Record contact name, date and time: 
b. Contact site representative with information recorded in No. 5.a. 

6. Start malfunction diagnosis. 
........ Determine if other resources are needed to fix the malfunction (qualified 

7. technician, electrician, contractor, on-site resources, manufacturer’s representative, or other). 
If other resources are not needed, go to No. g. 
Contact qualified resource: 

8. a. Record contact name, date and time: 
9. Fix the malfunction. 

0. 
Once the malfunction is fixed, restart t’h~ system per SOP if it had been shut 
down, and record startup times and dates on this form. 
Record date that malfunction occurred, date that malfunction was repaired, 

I. 

12. 

13, 

and total time that system was out of service in boxes in Section t of this form. 
Sig~ this form, copy it, and place it in the Startup Shutdown, Malfunction file. 

J lf the procedures listed above were not followed, contact the site engineer 
immediately. .. 

Q~eck one of the fo//owing for each step: 

Procedure completed Procedure Not Applicable 

[] 
[] 
[] 
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